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PAVEMENT STRENGTH SURVEY/PAVEMENT CONDITION SURVEY
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so SUB s s s s c PAVEMENT STRENGTH
PAVE. IL UBBASE BASE URFACE
IDENT. | cLass | GRADE | COURSE | COURSE COURSe | OVERLAY | MAX. GROSSLOAD (LBS) | REMARKS
SINGLE | DUAL |DUAL TAN.
RUNWAYS
R—1 | CBR=3 o155 (17 coupy| 6 P—208 [3" P—401(MOD) 12,500 <
TAXIWAYS
T—1 E-7 F—7 |6 P-152] 5 P-201 P—609 P—609 4000
T-2 | CBR=3 oy52 17 cowpy| 6 P—208 | 3" P-401 (MOD) 12,500 <
T-3 | CBR=3 2 s ARCT 5" p—208 | 3" P—401(MOD) 12,500
APRONS
A-1 | CBR=3 T TARCT 5" p_208 |3 P—401(MOD) 12,500 <
REMARKS:

[>> ApAP-o01, 1978

AIP—01, SEPTEMBER 1986, DRAINAGE FEATURES (FRENCH DRAIN) BUILT ALONG BOTH SIDES OF RUNWAY
TO REDUCE FROST ACTION.

I> AlP—02, 1995, REHABILITATE RUNWAY, TAXIWAY, AND APRON.

LEGEND

MONTANA AVIATION SYSTEM PLAN
2006 UPDATE - PAVEMENT CONDITION INDEXES

DATE OF PAVEMENT
STRENGTH SURVEY:

V7] 1994 SURVEY AREA

%

(NOT SURVEYED)
1997 SURVEY AREA
(NOT SURVEYED)
2000 SURVEY AREA
2003 SURVEY AREA

2006 SURVEY AREA

EVALUATED BY:

DATE OF MOST
RECENT PAVEMENT
CONDITION SURVEY:

JULY 13, 2006

EVALUATED BY:

B. BURKLAND

TURNER AIRPORT

PREPARED BY:

TURNER
MONTANA

" NOV. 2006




	turner_photopgs.pdf
	TURNER.pdf

